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AUGMENTED REALITYVIDEO

Use your device by scanning the QR code

TUBING SCREEN

BENEFITS
- Breaks up large particle sand slugs.
- Extends pumping system run times.
- Reduces sand related equipment failures.
- Rugged construction resists corrosion and abrasion.

Odessa Separator’s TUBING SCREEN is designed to extend the run life of 
downhole   components   through   the  management  of  sand  and  the  
reduction of large sand particles.

The tubing screen uses a “V” wire mesh to separate large particle, abrasive 
solids and providing maximum flow area for well fluids. The tubing screen 
provides the best protection available against the destructive effects of 
sand.

Each Tubing Screen system is designed according to production rates and 
the downhole conditions.
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Size Slot Open Area
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2 3/8
2 7/8
3 1/2
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2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
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Technical Specifications

Thread Connection

8ft
Size Slot Open Area

2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2
2 3/8
2 7/8
3 1/2

58.9
69.1
80.8
84.8
99.6
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353.5
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The Tubing Screen is manufactured in three nominal diameters:
2-3/8”, 2-7/8”, 3-1/2” and 2 lengths: 8’ and 23.5’. Each one of these diameters and lengths could be designed with different slot 
sizes. The size and length of the system for sand management downhole is designed based on the production and mechanical 
conditions of each well.

Pipe (in) Screen (in) Collar (in)
OD

2.375
2.875

3.5

2-3/8”
2-7/8”
3-1/2”

Size OD
2.87
3.27
3.94

OD
3.063
3.668

4.5

ID
1.941
2.441
3.066

ID
2.375
2.875

3.5

Top Connection Bottom Connection
2-3/8”
2-7/8”
3-1/2”

2-3/8” EUE box
2-7/8”  EUE box
3-1/2”  EUE box

2-3/8” EUE box
2-7/8”  EUE box
3-1/2”  EUE box

Size

ID Pipe
OD Pipe

OD Screen

ID Collar
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Range of Applications


